
LOGISTICS
ZOOM MEETING SETUP
²ŜƭŎƻƳŜ ŀƴŘ ǘƘŀƴƪ ȅƻǳ ŦƻǊ ǇŀǊǘƛŎƛǇŀǘƛƴƎ ƛƴ 59vΩǎ McCulloch Purchase Station Delisting Public 
Meeting. Please read the following tips about participating in this virtual meeting:

Å We are recording the meeting.

Å tƭŜŀǎŜ ǇƭŀŎŜ ȅƻǳǊǎŜƭŦ ƻƴ άƳǳǘŜέ ŀƴŘ ǊŜƳŀƛƴ ǎƻ ǳƴǘƛƭ ŎŀƭƭŜŘ ƻƴ ǘƻ ǎǇŜŀƪΦ

Å ¦ǎŜ ǘƘŜ άǊŀƛǎŜ ƘŀƴŘέ ŦŜŀǘǳǊŜ ƛƴ ǘƘŜ ŀǇǇ ǘƻ ƛƴŘƛŎŀǘŜ ǘƘŀǘ ȅƻǳ ǿƻǳƭŘ ƭƛƪŜ ǘƻ ǎǇŜŀƪΦ

Å If you are called on to speak, please identify yourself by stating your first and last name.

Å You may also use the chat box to type your questions.

Å Joining by phone?

o Press *6 to mute/unmute yourself.
o Press *9 to raise your hand.

Å Visit the following link for helpful tips about using Zoom software:
o https://support.zoom.us/hc/en-us/articles/201362193-Joining-a-meeting

Thank you in advance for your patience, cooperation, and courtesy in this 
unprecedented time.

https://support.zoom.us/hc/en-us/articles/201362193-Joining-a-meeting


McCulloch Purchase Station 
Delisting Public Meeting

State Superfund Project Officer

Hannah McDermott

Hannah.McDermott@mt.gov

(406) 444-6556

2

mailto:Hannah.McDermott@mt.gov


Agenda

ÅHistory of the site
ÅSampling and Soil/Groundwater Results
ÅDelisting process
ÅQuestions
ÅVerbal Public Comment
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All Buildings have been 
removed except for two 

buildings previously used as a 
compressor building and a 

shop.

5



Timeline
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Sampling at the Site

2003 ςSampled 14 soil locations
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DEQ ςDepartment of Environmental Quality
RBCA ςRisk-Based Corrective Action
mg/kg ςmilligrams/kilogram 8

DEQ's RBCA 
Industrial 
Screening 

Level 
(mg/kg)

DEQ's RBCA 
Construction 

Worker 
Screening Level 

(mg/kg)

DEQ's RBCA 
Leaching 

Screening Level 
(mg/kg)

5.7 240 0.33

Å All benzene concentrations were found in the 6-9 foot 
interval.
Å Hydraulic conductivity ranges from 1.4 inch/year to 

1.6 inch/year

Benzene Concentrations 
in Soil (mg/kg)

1.1

1.4

0.6

5.7

5.4

0.72

0.77

Benzene Concentrations in Soil



Four soil sampling locations were turned into 
perched groundwater wells. 

2009 ςThree more monitoring wells were 
added. Soil cores were sampled, no benzene 
was detected.
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2003 groundwater investigation, benzene, C5-C8 aliphatics, 
and C9-C10 aromatics exceeded screening levels in one well 
(lowest point at the facility). 

In 2007 and 2009 sample results from the seven monitoring 
wells showed no exceedances. 

10



Based on this information, contamination in soil was: 

1. In the subsurface; 

2. Did not pose a human health risk; 

3. Did exceed leaching to groundwater screening levels.

ÅGroundwater samples showing no contaminant exceedances indicate this 
issue has been addressed over time. 

DEQ ςDepartment of Environmental Quality
RBCA ςRisk-Based Corrective Action
mg/kg ςmilligrams/kilogram 11

What does this mean?



ÅGroundwater Sampled again in 2011 and 2014 and showed the 
perched groundwater did not exceed any screening levels.
ÅWith the exception of MW-5 for nitrate.
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Existing Well

Well was sampled June 8, 
2004 and July 21, 2006.

Bailer and/or temporary 
pump used to sample the 
well.

Depth to water was 170 
feet.

Analyzed for VPH and EPH 
Screen, no exceedances. 

VPH ςVolatile Petroleum Hydrocarbons
EPH ςExtractable Petroleum Hydrocarbons 13



hƴ 5ŜŎŜƳōŜǊ мΣ нлмп 59vΩǎ DǊƻǳƴŘǿŀǘŜǊ wŜƳŜŘƛŀǘƛƻƴ tǊƻƎǊŀƳ ƛǎǎǳŜŘ 
a No Further Action Letter.

14



ÅIron Sponge
ÅHydrogen sulfide reacts with the hydrated iron oxide impregnated wood.

Åнлмр 59vΩǎ {ǘŀǘŜ {ǳǇŜǊŦǳƴŘ ǇǊƻƎǊŀƳ ǊŜǉǳŜǎǘŜŘ ŀŘŘƛǘƛƻƴŀƭ ƛƴŦƻǊƳŀǘƛƻƴ 
regarding the iron sponge. 

State Superfund
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ÅOnce the wood is spent, it was 
dried out and scattered onsite. 

ÅEstimated 14-15 cubic yards of 
wood chips onsite.

ÅContaminants of concern, 
petroleum hydrocarbons and 
metals. 
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